Dragon

Indoor Lighting - Spot Lighting

Colour Options O

Ral 9016

O

Ral 9006

Ral 9005

wikizler

IRK 2

TECHNICAL INFORMATION

Housing
Frame
Reflector
Paint

Aluminum Injection
Aluminum Injection
Metalized Coated Reflector
Electrostatic Powder Paint

OPTICAL SPECIFICATIONS
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(mm) dimensions
(mm)
05310.16.30.032 28 2241 30-420 3000 Ra>80 @190x16 @175 1,0
0
05310.16.40.034 28 2450 30-420 4000 Ra>80 @190x16 @175 1,0
0
05310.16.30.041 37 3000 30-420 3000 Ra>80 @190x16 @175 1,0
0
05310.16.40.043 37 3200 30-420 4000 Ra>80 @190x16 @175 1,0
0

Optics Symmetrical

Light Output Angle 30° - 42°

UGR Value UGR £ 19

CRI CRI > 80

Color Bin Value Mc Adams < 3
ELECTRICAL

Power (W) 28W-37W

Power Factor >0.95

Light Source COB LED

Cabling Halojen-Free

Input Voltage 220-240V AC / 50-60 Hz
LED Driver High Efficiency Constant Current

Ambient Temperature
LED Lifetime L80B50

Output
-20°C / +50°C
>50.000 Hour

OPTIONAL

- DALI
- Tunable White
-CRI > 90

- Different RAL Color Options

- Class-I Protection Class

- 1-10vV DIM

- Emergency Lighting Unit

- 2700K ~ 6500K

- Plug-in Energy Input
Connector

- AC-DC Supply(MBS)

ASSEMBLY

Installation Type Under Plaster

Mounting
Apparatus

Steel Spring

Please visit our website for our updated information. www.ikizleraydinlatma.com

Verilen tiim elektriksel dederler nominal dederlerdir. Isik akisi ve bagh elektrik ytikii +/- %10 luk bir baslangig toleransina tabidir. Renk sicakligi toleransi: +/-150 K.
Katalogda ve web sitesinde yer alan teknik parametreler ve Urtin kodlarini igeren bilgiler, projelere gore yapilan kisisellegtirmelerden dolay standart Urtinlerden farklilik gosterebilir.
Ikizler Aydinlatma, Urtinlerde haber vermeden degisiklik yapma hakkina sahiptir.
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